Authorized Supplier of Honda motorcycles to the International Aid & Development sector.
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A125cc dual-purpose motorcycle covers many bases. It is easy to maneuver in congested urban traffic, while its suspension, ground
clearance and off-road tyres deliver an outstanding on/off-road performance and experience. The Honda XL125-LEK is the #1 choice
by humanitarian organizations throughout Africa. Honda's built-to-last features and 4-stroke engine provides users with years of
trouble-free and low maintenance.

Support UN’s Sustainable Development Goal 13 13 CLIMATE oBAL ¢ EREEDUWNIGAD

ACTION O g CENTRE

for supporting

= manuals
4-stroke engine technology is significantly cleaner than a ]
2-stroke engine due to a cleaner combustion > =
and better fuel economy. Endorsed by UNEP.

KJAER & KJAER A/S | Tel: + 45 62 22 1111 | info@kjaer.com | www.kjaer.com | E] /kjaerkjaer | in /kjaer-&-kjaer

Take urgent action to combat climate change and its impacts




Authorized Supplier of Honda motorcycles to the International Aid & Development sector.

HONDA XL 125

TECHNICAL SPECIFICATIONS

GENERAL INFORMATION:

e country of origin China

e box type carton

e packing condition CBU - semi knock-down
® emission stage 2

e model on/off-road

e carrier rear

ENGINE:

e transmission 5-speed

e starter kick/electric

e engine displacement (cc) 124,7

e engine power (kW/rpm) 8,4/8.250

e max torque (Nm/rpm) 10,9/6.500

e engine (cylinder) 1

e ignition DC-CDI battery

e system (volt) 12

e engine type OHC air-cooled

e stroke cycle 4

e compression ratio 9.2 :1

® suspension, front telescopic fork

® suspension, rear mono shock system
e fuel tank capacity (L) 12

e fuel economy 55,6 km/L @ 50 km/h
e hore & stroke 52.4 x 57.8 mm

e clutch operation mechanical, cable actuated

BRAKES:
e brakes, front 130mm drum
e brakes, rear 100mm drum

SEATING:
e seating capacity 2

TYRES:
e tyre front 70/100-21M/C 44P
e tyre rear 100/90-18M/C 56P

WEIGHT AND DIMENSIONS:
e curb weight (kgs) 127

e ground clearance (mm) 263
e height (mm) 1.145

® width (mm) 825

e length (mm) 2.115

® seat height (mm) 849

* wheel base (mm) 1.355

e dry weight (kgs) 118

® max carrying capacity (kgs) 155
e color white, red

SHIPPING DIMENSIONS:

* height (box) (mm) 1.115

e width (box) (mm) 510

e |ength (box) (mm) 1.780

® shipping weight (kgs) 155

WARRANTY:
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e 1year/12.000 km whichever comes first
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